HEAVY DUTY A.C. TO D.C. POWER 2485

SUPPLY CAPABLE OF DELIVERING 500
AMPS CONSTANT VOLTAGE ALWAYS CONVERTER

Crumbliss ;

MODEL 2485 CAUTION!

CONVERTER ONLY ONE SWITCHTO
BE ON AT A TIME.

DO NOT SWITCH
POWER SWITCHES
WHILE UNDER LOAD.
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FEATURES

DESIGNED TO BE USED WITH CRUMBLISS #2495
STARTERLOAD TESTER A MUSTFOR DIESEL STARTER
TESTING AND THE LATE HIGH OUTPUTSTARTERS

Constant 12 or 24 volt output.

Voltage output adjustable for full voltage. one volf drop and twe volt drop using thermal circuit breaker switches.

Heavy duty ON/OFF circult breaker switch.

Full wave rectifier bridge with heavy duty diodes.

Fan cooled.

Heavy duty fully copper wound class B insulated fransformers.

Two 4 1/2* pivot and jewel analog meters. Voltmeter shows operating volfage, 0-36 scale, ammeter shows current output, 0-600 scale.
Pilot light shows power on.

Heavy duty voltage selector lugs.

Specifications:
5812 Enterprise Parkway, Fort Myers, Florida 33905

230 volt single phase (941) 693-8588 Fax (941) 693-8264
crumbliss e-Mail: crumblissr@aol.com

fele)] iaht: Web Site: www.curmbliss.com
Shipping welght: 200 Kos. Test Equipment Co., Inc.

Measures: 22 3/4"x22 3/4"x 14"




